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Powerlite International Net System
Deluxe 3-1/2" Aluminum Volleyball 

Upright System with Infinitely
Adjustable Height
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ALUMINUM INNER 
UPRIGHT TUBE

Ø2-7/8" OD
HEIGHT IS INFINTELY ADJUSTABLE

VIA UNIQUE INTERNAL BEVEL
GEAR ASSEMBLY

REMOVABLE HANDLE
OPERATE HEIGHT 
ADUSTER GEARING

(PVB607I)

PATENTED PVBN-6 CABLE-LESS
FLEX-NET PROVIDES 10,000 lbs

TENSILE STRENGTH (PAT. #5,358,257)

SIDELINE ANTENNAE
AND BOUNDARY TAPE
(VBA-4)

RECESSED
IMPACT-RESISTANT 

POLYCARBONATE
PULLEY WHEEL

7700 # TEST WEBBING

WORM DRIVE
GEARBOX WINCH
TIGHTENS NET

(PVBWINCH)

2" VELCRO STRAP TIGHTENS
BOTTOM OF NET WHILE THE

BUCKLE IS PADDED FOR PROTECTION

VELCRO STRAP WRAPS AROUND 
BUCKLE FOR SAFETY

PLAYING SURFACE

ALUMINUM, 10" FLOOR SLEEVE 
FOR USE IN WOOD OR SYNTHETIC 
PLAYING SURFACES

LOCKABLE HINGED COVER 
PLATE AVAILABLE IN 
BRASS (PVB-75S) OR 

CHROME (PVB-75S-CP) FINISH

ALUMINUM OUTER 
UPRIGHT TUBE

Ø3-1/2" OD
INFINITELY ADJUSTABLE
TELESCOPING STANDARD
UPRIGHT
(PVB701B)

UPRIGHT PADS 
OPTIONAL, NOT SHOWN
(PVB-60P)
 




